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SECTION 087100 - DOOR HARDWARE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes: 

1. Mechanical door hardware for the following: 

a. Swinging doors. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated.  Include construction and installation details, 

material descriptions, dimensions of individual components and profiles, and finishes. 

B. Other Action Submittals: 

1. Door Hardware Schedule:  Prepared by or under the supervision of Installer, detailing 

fabrication and assembly of door hardware, as well as installation procedures and 

diagrams.  Coordinate final door hardware schedule with doors, frames, and related work 

to ensure proper size, thickness, hand, function, and finish of door hardware. 

a. Submittal Sequence:  Submit door hardware schedule concurrent with submissions 

of Product Data, Samples, and Shop Drawings.  Coordinate submission of door 

hardware schedule with scheduling requirements of other work to facilitate the 

fabrication of other work that is critical in Project construction schedule. 

b. Format:  Use same scheduling sequence and format and use same door numbers as 

in the Contract Documents. 

c. Content:  Include the following information: 

1) Identification number, location, hand, fire rating, size, and material of each 

door and frame. 

2) Locations of each door hardware set, cross-referenced to Drawings on floor 

plans and to door and frame schedule. 

3) Complete designations, including name and manufacturer, type, style, 

function, size, quantity, function, and finish of each door hardware product. 

4) Fastenings and other pertinent information. 

5) Explanation of abbreviations, symbols, and codes contained in schedule. 

6) Mounting locations for door hardware. 
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2. Keying Schedule:  Prepared by or under the supervision of Installer, detailing Owner's 

final keying instructions for locks.   

1.4 INFORMATIONAL SUBMITTALS 

A. Qualification Data:  For Installer and Architectural Hardware Consultant. 

B. Product Test Reports:  For compliance with accessibility requirements, based on evaluation of 

comprehensive tests performed by manufacturer and witnessed by a qualified testing agency, 

for door hardware on doors located in accessible routes. 

C. Warranty:  Special warranty specified in this Section. 

1.5 CLOSEOUT SUBMITTALS 

A. Maintenance Data:  For each type of door hardware to include in maintenance manuals.  Include 

final hardware schedule. 

1.6 QUALITY ASSURANCE 

A. Installer Qualifications:  Supplier of products and an employer of workers trained and approved 

by product manufacturers and an Architectural Hardware Consultant who is available during the 

course of the Work to consult with Contractor, Architect, and Owner about door hardware and 

keying. 

1. Warehousing Facilities:  In Project's vicinity. 

2. Scheduling Responsibility:  Preparation of door hardware and keying schedules. 

3. Engineering Responsibility:  Preparation of data for electrified door hardware, including 

Shop Drawings, based on testing and engineering analysis of manufacturer's standard 

units in assemblies similar to those indicated for this Project. 

B. Architectural Hardware Consultant Qualifications:  A person who is experienced in providing 

consulting services for door hardware installations that are comparable in material, design, and 

extent to that indicated for this Project and who is currently certified by DHI as follows: 

1. For door hardware, an Architectural Hardware Consultant (AHC). 

C. Source Limitations:  Obtain each type of door hardware from a single manufacturer. 

D. Means of Egress Doors:  Latches do not require more than 15 lbf (67 N) to release the latch.  

Locks do not require use of a key, tool, or special knowledge for operation. 

E. Accessibility Requirements:  For door hardware on doors in an accessible route, comply with 

the U.S. Architectural & Transportation Barriers Compliance Board's ADA-ABA Accessibility 

Guidelines and ICC/ANSI A117.1. 

1. Provide operating devices that do not require tight grasping, pinching, or twisting of the 

wrist and that operate with a force of not more than 5 lbf (22.2 N). 

2. Comply with the following maximum opening-force requirements: 
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a. Interior, Non-Fire-Rated Hinged Doors:  5 lbf (22.2 N) applied perpendicular to 

door. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Inventory door hardware on receipt and provide secure lock-up for door hardware delivered to 

Project site. 

B. Tag each item or package separately with identification coordinated with the final door 

hardware schedule, and include installation instructions, templates, and necessary fasteners with 

each item or package. 

1.8 COORDINATION 

A. Installation Templates:  Distribute for doors, frames, and other work specified to be factory 

prepared.  Check Shop Drawings of other work to confirm that adequate provisions are made 

for locating and installing door hardware to comply with indicated requirements. 

B. Existing Openings:  Where hardware components are scheduled for application to existing 

construction or where modifications to existing door hardware are required, field verify existing 

conditions and coordinate installation of door hardware to suit opening conditions and to 

provide proper door operation. 

1.9 WARRANTY 

A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or 

replace components of door hardware that fail in materials or workmanship within specified 

warranty period. 

1. Failures include, but are not limited to, the following: 

a. Structural failures including excessive deflection, cracking, or breakage. 

b. Faulty operation of doors and door hardware. 

c. Deterioration of metals, metal finishes, and other materials beyond normal 

weathering and use. 

2. Warranty Period:  Three years from date of Substantial Completion, unless otherwise 

indicated. 

a. Exit Devices:  Two years from date of Substantial Completion. 

1.10 MAINTENANCE SERVICE 

A. Maintenance Tools and Instructions:  Furnish a complete set of specialized tools and 

maintenance instructions for Owner's continued adjustment, maintenance, and removal and 

replacement of door hardware. 
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PART 2 - PRODUCTS 

2.1 SCHEDULED DOOR HARDWARE 

A. Provide door hardware for each door as scheduled in Part 3 "Door Hardware Schedule" Article 

to comply with requirements in this Section.  All hardware shall be BMHA Grade 1 unless 

noted otherwise. 

1. Door Hardware Sets:  Provide quantity, item, size, finish or color indicated and products 

complying with BHMA designations referenced. 

B. Designations:  Requirements for design, grade, function, finish, size, and other distinctive 

qualities of each type of door hardware are indicated in Part 3 "Door Hardware Schedule" 

Article.  Products are identified by using door hardware designations, as follows: 

1. References to BHMA Designations:  Provide products complying with these designations 

and requirements for description, quality, and function. 

2.2 EXIT DEVICES AND AUXILIARY ITEMS 

A. Exit Devices and Auxiliary Items:  BHMA A156.3. 

2.3 LOCK CYLINDERS 

A. Lock Cylinders:  BMHA A156.5, Grade 1, tumbler type, seven-pin, constructed from brass or 

bronze, stainless steel, or nickel silver. 

B. Provide cylinders for new locks. Cylinders shall have seven pin tumblers and shall be products 

of the same manufacturer. Cylinders shall have interchangeable cores which are removable by a 

special control key. The Owner has standardized on Best locks. Provide an extension of the 

existing grand master keying system; Type A2, Keyway B1, Mark S. 

2.4 FABRICATION 

A. Manufacturer's Nameplate:  Do not provide products that have manufacturer's name or trade 

name displayed in a visible location except in conjunction with required fire-rated labels and as 

otherwise approved by Architect. 

B. Base Metals:  Produce door hardware units of base metal indicated, fabricated by forming 

method indicated, using manufacturer's standard metal alloy, composition, temper, and 

hardness.  Furnish metals of a quality equal to or greater than that of specified door hardware 

units and BHMA A156.18. 

C. Fasteners:  Provide door hardware manufactured to comply with published templates prepared 

for machine, wood, and sheet metal screws.  Provide screws that comply with commercially 

recognized industry standards for application intended, except aluminum fasteners are not 

permitted.  Provide Phillips flat-head screws with finished heads to match surface of door 

hardware, unless otherwise indicated. 
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1. Concealed Fasteners:  For door hardware units that are exposed when door is closed, 

except for units already specified with concealed fasteners.  Do not use through bolts for 

installation where bolt head or nut on opposite face is exposed unless it is the only means 

of securely attaching the door hardware.  Where through bolts are used on hollow door 

and frame construction, provide sleeves for each through bolt. 

2.5 FINISHES 

A. Provide finishes complying with BHMA A156.18. Hardware shall have BHMA 630 finish 

(brush stainless steel); items not available in stainless steel shall have BHMA 626 (brushed satin 

chrome) or mill finished aluminum. 

B. Protect mechanical finishes on exposed surfaces from damage by applying a strippable, 

temporary protective covering before shipping. 

C. Appearance of Finished Work:  Variations in appearance of abutting or adjacent pieces are 

acceptable if they are within one-half of the range of approved Samples.  Noticeable variations 

in the same piece are not acceptable.  Variations in appearance of other components are 

acceptable if they are within the range of approved Samples and are assembled or installed to 

minimize contrast. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine doors and frames, with Installer present, for compliance with requirements for 

installation tolerances, wall and floor construction, and other conditions affecting performance. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Steel Doors and Frames:  For surface applied door hardware, drill and tap doors and frames 

according to ANSI/SDI A250.6. 

3.3 INSTALLATION 

A. Mounting Heights:  Mount door hardware units at heights to comply with the following unless 

otherwise indicated or required to comply with governing regulations. 

1. Standard Steel Doors and Frames:  ANSI/SDI A250.8. 

B. Install each door hardware item to comply with manufacturer's written instructions.  Where 

cutting and fitting are required to install door hardware onto or into surfaces that are later to be 

painted or finished in another way, coordinate removal, storage, and reinstallation of surface 

protective trim units with finishing work specified in Division 09 Sections.  Do not install 

surface-mounted items until finishes have been completed on substrates involved. 
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1. Set units level, plumb, and true to line and location.  Adjust and reinforce attachment 

substrates as necessary for proper installation and operation. 

2. Drill and countersink units that are not factory prepared for anchorage fasteners.  Space 

fasteners and anchors according to industry standards. 

3.4 ADJUSTING 

A. Initial Adjustment:  Adjust and check each operating item of door hardware and each door to 

ensure proper operation or function of every unit.  Replace units that cannot be adjusted to 

operate as intended.  Adjust door control devices to compensate for final operation of heating 

and ventilating equipment and to comply with referenced accessibility requirements. 

B. Occupancy Adjustment:  Approximately six months after date of Substantial Completion, 

Installer's Architectural Hardware Consultant shall examine and readjust each item of door 

hardware, including adjusting operating forces, as necessary to ensure function of doors, door 

hardware, and electrified door hardware. 

3.5 CLEANING AND PROTECTION 

A. Clean adjacent surfaces soiled by door hardware installation. 

B. Clean operating items as necessary to restore proper function and finish. 

C. Provide final protection and maintain conditions that ensure that door hardware is without 

damage or deterioration at time of Substantial Completion. 

3.6 DOOR HARDWARE SCHEDULE 

    

Door Hardware Set No. 1 – Gate 1 Door to 

have: 

  

Qty. Item 

  

1 Exit Device; A156.3, Type 1, Function 10  

 

    

    

    

END OF SECTION 087100 

 


	SCopier0715072309180
	087100 FL - DOOR HARDWARE

